CSLS (1ICD) User Commands CSLS (1ICD)

NAME
csls - comert SLS network description into the database
SYNOPSIS
cds[-psw] networkfile ...
OPTIONS
The following options can be specified:
-p Run the C preprocessor before parsing the input file.
-S The silent mode suppresses messages about the actions takbnwiyich are usually printed on
the screen.
-w Do not print warnings.
DESCRIPTION

Cdlsis a program that generates from3us network description a circuit description in database format.
The database format can sems nput to seeral application programs, e.g. the switclkidesimulator gls.
A description of the sls language can be found in "SLS: SwiteltStmulator Users Manual".

A network description can be hierarchical and may reside verakfiles. However, when one particular
network is added to the database, matwdescriptions of the networks that are called in the network must
have teen added to the database before.

In the file "global_nets" one may optionally specify names of nets (terminals) that are §ablalnode or

terminal that has a name equal to the name of a global net, will be connected to other nodes and terminals
that hae the same name, among other things by possibly defining extra terminals for eamtk.n&ivst,

cdswill try to find a file "global_nets" in the currentowking directory Second, if the abge d@tempt Ails,

cdswill try to open a file "global_nets" in the corresponding process directory.

CONFIGURATION FILE
At start-up of the prograntsls will read some information from a configuration file called ".cslskitst,
it tries to read this file from the process directory (without leading dot). Second, it tries to read this file
from the home directory of the userhirdly, it tries to read this file from the current directofettings in
the second and third configuration fileeoule the preious settings. The configuration file may contain
the following leywords, followed by a specification on the same line if tagnvord ends with "’

EXTERN_OBLIGATORY_ON
Generate an error message if an extern network declaration for a sub-network does not exist.

EXTERN_OBLIGATORY_OFF
Don't generate an error message (default mode).

FORBID_FIRST_CAPITAL_ON
Generate an error message if the name of a network that is defined starts with a capital.

FORBID_FIRST_CAPITAL_OFF
Don't generate an error message (default mode).

RUN_CPP_ON
Run the C preprocessor before parsing the input file.

RUN_CPP_OFF
Don't run the C preprocessor (default mode).

CPP:  Specifiethe irnvocation of the C preprocessobDefault, csls tries to use "/ust/lib/cpp”, "/lib/cpp”
or "cpp" (in that order).

CPP_OPTIONS:
Options for running the C preprocessor (default none).

DEFAULT_INCLUDE:
Specifies a file that is automatically included at the top of the input file if the C preprocessor is run
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(default: no include).

EXAMPLES
% csls latch.sls
AUTHOR
A.C. de Graaf, A.J. van Genderen, S. de Graaf.
FILES
| CDPATH shar e/l i b/ process/ process/ csl src
(default) configuration file
HOVE/ . csl src (1st altern.) configuration file
.cslsrc (2nd altern.) configuration file
gl obal _nets (default) file to specify global nets
| CDPATH share/li b/ process/ process gl obal _nets
(altern.) file to specify global nets
[fusr/tnp/xO temporary files
SEE ALSO
A.C. de Graaf, A.J. an Genderen, "SLS: Switch-t@ Simulator Users Manual", Delft Unversity of
Technology.

sIs(1ICD), sls_exp(1ICD), cfun(1ICD), cspice(1ICD), xsls(1ICD).
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